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1. Install sidewall sheathing material over studs and apply
water resistive barrier per manufacturer’s instructions.
Install Home Slicker after windows are properly installed
and flashed. Refer to window installation for details on
flashing integration.

2. Roll out Home Slicker wherever siding or cladding will be
applied with channels running vertically. Do not stretch
Home Slicker—it should lie flat against the wall. Nail or
staple (min. 1/2" staple for Home Slicker 10) every 3
square feet. (For stucco or stone applications, install an
additional water resistive barrier over the exposed channels
of Home Slicker.)

3. Butt edges of new rolls or new courses together—do not
overlap layers of Home Slicker. Cover entire wall surface
wherever siding materials will be installed.

4. Install siding or cladding system over wall surface per 
manufacturer’s installation instructions. Allow for thickness
of Home Slicker in nail selection. *Do not overnail.

Home Slicker 

Cladding/ 
Parement

Water Resistive Barrier/
Coupe-vapeur

Sheathing/ 
Revêtement

Cladding

Sheathing

 Jumbo Tex Flap

Home Slicker Plus Typar or
Home Slicker Plus Jumbo Tex

1. Install sidewall sheathing material over studs. Install
Home Slicker Plus after windows and doors are properly
installed and flashed. Refer to window installation for
details on flashing integration.

2. Roll out Home Slicker Plus wherever siding or cladding
will be applied with channels running vertically and the extra
water resistive barrier (WRB) flap on top. (For stucco or stone
applications, install an additional WRB over the exposed
channels of Home Slicker Plus. For Home Slicker Plus Super
Jumbo Tex 60 Minute alternate installation instructions for
stucco or stone, visit www.benjaminobdyke.com) Home Slicker
Plus must roll out left to right. Nail or staple every 3
square feet.

3. To create a vertical seam between rolls, install a 12"-wide
WRB, such as Typar or Super Jumbo Tex 60 Minute,

behind vertical joint. The bottom of the f lashing should be
lapped over the WRB flap of the lower course. Optionally,
attach flashing tape to the back of the WRB at the end of
each roll. Center the f lashing so half extends past the roll’s
end with the sticky side out. Butt the next roll and seal
onto other half of f lashing. Proceed up the wall. The high-
er course should overlap the WRB on the lower course. Butt
edges of Home Slicker matrix together with the WRB lapped
underneath the new roll.

4. Install siding or cladding system over wall surface per
manufacturer’s installation instructions. Allow for thickness
of Home Slicker Plus in nail selection.*Do not overnail.

INSTALLATION INSTRUCTIONS

Home Slicker® and Home Slicker® 10

INSTALLATION INSTRUCTIONS

Home Slicker® Plus Typar® and Home Slicker® Plus Super Jumbo Tex® 60 Minute

Sheathing
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Barrier (WRB) Water Resistive
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Home Slicker

Cladding
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Home Slicker Plus
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Bottom Course of
Siding (Keep at Least
6" from Ground)
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Air Flow
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Slicker Screen

Leave Gap
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1" x 4" Finish
Board

Sheathing

1" x 3" Board

Home Slicker Plus

BOTTOM DETAIL

To prevent insect infiltration along bottom edge of siding,
attach Slicker Screen™ or a 6"-wide screen material (1/8"
max. hole size) along the wall 3" above bottom edge of 
Home Slicker Plus. Fold up onto outer surface of installed
Home Slicker Plus and fasten with a large-head nail to hold
in place prior to applying siding or cladding.

TOP DETAIL

Run Home Slicker Plus flush with soffit overhang. Attach
Slicker Screen or a 6"-wide screen material over top 6" of
product across span of wall. Install a 1"x3" board at top of
wall. Install siding within 4" of soffit overhang. Install a 1"x4"
finish trim board or 4" piece of siding over the 1"x3" board.
This will allow for air movement behind the cladding, allowing
convective drying and ventilation to occur. 

 

 

BOTTOM DETAIL

To prevent insect infiltration along bottom edge of siding, attach
Slicker Screen™ or a 6"-wide screen material (1/8" max. hole
size) along the wall 3" above bottom edge of Home Slicker.
Fold up onto outer surface of installed Home Slicker and
fasten with a large-head nail to hold in place prior to applying
siding or cladding.

TOP DETAIL

Run Home Slicker to within 3" of soffit overhang. Install a
1"x3" board in space between top of Home Slicker and
bottom of soffit. Install siding to within 4" of soffit overhang.
Install a 1"x4" finish trim board or 4" piece of siding over
the 1"x3" board. This will allow for air movement behind the
cladding, allowing convective drying and ventilation to occur.
Apply Slicker Screen (as indicated in bottom detail) to top
edge of Home Slicker.

BOTTOM AND TOP DETAIL

Home Slicker® and Home Slicker® 10

BOTTOM AND TOP DETAIL

Home Slicker® Plus Typar® and Home Slicker® Plus Super Jumbo Tex® 60 Minute
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Home Slicker

Sheathing
Housewrap/
Building Paper

Siding

5/4" Trim 
Boards

Install sidewall sheathing material over studs and apply 
water resistive barrier (WRB) per manufacturer’s instructions.

Home Slicker and Home Slicker 10

Apply trim boards to outside and inside corners or shim
smaller trim boards out to account for Home Slicker 
thickness. Install Home Slicker up to trim boards and butt
edge of Home Slicker against trim board. This option
gives the added benefit of “compartmentalizing” each wall
section, which will assist in pressure equalization to help
reduce water intrusion.

Home Slicker Plus Typar and
Home Slicker Plus Super Jumbo Tex 60 Minute

Install Home Slicker Plus to the end of each wall section.
Apply trim boards over Home Slicker Plus to outside and
inside corners. This option gives the added benefit of 
providing ventilation and drainage behind corner boards to 
help preserve their service life. 
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CORNER DETAILS FLANGED WINDOW 

Wa t e r  R e s i s t i v e  B a r r i e r  I n s t a l l e d  B e f o r e W i n d o w

Home Slicker® and Home Slicker® 10

Head Detail Figure 6-1 Jamb Detail Figure 6-2

Sill Detail Figure 6-3
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Home
Slicker

Install with higher course
overlapping WRB of lower course
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Optionally, for Home Slicker or
Home Slicker 10, slip WRB under
loose ends of flashing tape and
install Home Slicker on top of
flashing fape.

FLANGED WINDOW 

Wa t e r  R e s i s t i v e  B a r r i e r  I n s t a l l e d  A f t e r W i n d o w

Home Slicker®, Home Slicker® 10,
Home Slicker® Plus Typar® and Home Slicker® Plus Super Jumbo Tex® 60 Minute

NON-FLANGED WINDOW

Wa t e r  R e s i s t i v e  B a r r i e r  I n s t a l l e d  B e f o r e W i n d o w

Home Slicker® and Home Slicker® 10

Figure 7-1

Jamb Detail Figure 7-3

Head Detail Figure 7-2 Head Detail Figure 8-1 Jamb Detail Figure 8-2

Sill Detail Figure 7-4 Sill Detail Figure 8-3
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Flashing Tape
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Home 
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Home 
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Home 
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CasingSlip lower course of WRB under

loose ends of flashing tape at
bottom of window.

Install with higher course 
overlapping WRB of lower course.

Refer to page 9 for flashing tape placement with non-integral casing. 
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All nails are required to meet the following conditions:

• Siding or box nail

• Blunt-tipped to reduce splitting

• Ring or spiral-threaded shanks to provide increased 
holding power

• Stainless steel, hot-dipped galvanized, or aluminum for
corrosion resistance
Note: To prevent bleeding and corrosive staining, use only stainless steel nails under the 
following situations: no stain on siding, clear or semi-transparent stain on siding, or an 
application that is subject to seacoast exposure.

• Minimum 1 1/4" penetration into studs

Pneumatic nail guns can be used if collated nails meet
prior recommendations and the air pressure and depth
gauge is set so that nail is driven snug with the surface 
(Do not overdrive nails).

For further information, consult the Western Red Cedar
Lumber Association (WRCLA) or the Western Wood
Products Association (WWPA).

WOOD SIDING

All nails are required to meet the following conditions:

• Siding or box nail

• Blunt-tipped to reduce splitting 

• Ring or spiral-threaded shanks to provide increased 
holding power

• Hot-dipped, zinc-coated, stainless steel, or aluminum for
corrosion resistance
Note: To prevent bleeding and corrosive staining, use only stainless steel nails under the 
following situations: no stain on shingles/shakes, clear or semi-transparent stain on
shingles/shakes, or an application that is subject to seacoast exposure.

• Penetrate into sheathing 1/2" to 3/4"

Pneumatic nail guns can be used if collated nails meet prior
recommendations and the air pressure and depth gauge is 
set so that nail is driven snug with the surface 
(Do not overdrive nails).

For further information, consult the Cedar Shake and Shingle
Bureau (CSSB).

WOOD SHINGLES/SHAKES

All nails are required to meet the following conditions:

• Siding or roofing nail

• Hot-dipped galvanized or stainless steel for corrosion resistance

• Minimum 1 1/4" penetration into studs

The use of a siding or roofing nail may not be applicable to
all installations where greater windloads or wind resistance is
required by the local building code. Defer to the applicable
Building Code Compliance Report or fiber-cement siding
manufacturer for more information.

Pneumatic nail guns can be used if collated nails meet prior
recommendations and the air pressure and depth gauge is
set so that nail is driven snug with the surface 
(Do not overdrive nails).

FIBER-CEMENT PLANK & PANEL
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Optionally, for Home Slicker or
Home Slicker 10, slip WRB under
loose ends of flashing tape and
install Home Slicker on top of
flashing tape.

NON-FLANGED WINDOW

Wa t e r  R e s i s t i v e  B a r r i e r  I n s t a l l e d  A f t e r W i n d o w

Home Slicker®, Home Slicker® 10,
Home Slicker® Plus Typar® and Home Slicker® Plus Super Jumbo Tex® 60 Minute

NAIL SELECTION INFORMATION

Figure 9-1

Jamb Detail Figure 9-3

Head Detail Figure 9-2

Sill Detail Figure 9-4

Install with higher course 
overlapping WRB of lower course.

Slip lower course of WRB under
loose ends of flashing tape at
bottom of window.
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Refer to page 8 for flashing tape placement with integral casing. 
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