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• TYPAR HOUSEWRAP

• TYPAR FLASHING FLEX

• TYPAR PEEL & STICK FLASHING

• TYPAR CONSTRUCTION TAPE

• TYPAR ROOFWRAP

Typar® HouseWrap helps
reduce air leaks in a

home, as recommended
by the ENERGY STAR®

Home Sealing process.



1 THE BEST BALANCE OF WATER HOLDOUT AND PERM RATING.
The true measure of a housewrap’s effectiveness is the combined performance 
of water holdout and perm rating. Typar offers the best balance in the 
industry, which helps prevent moisture—and the problems associated with
moisture—in wall cavities.

2 UNBEATABLE TEAR STRENGTH.
Typar withstands the rigors of the jobsite better than any other housewrap on 
the market today. Grab tensile strength is the preferred testing method for tear
strength, and Typar performs at more than twice the industry standard.

3 OPTIMAL MOISTURE VAPOR TRANSMISSION.
The average home generates 3-6 gallons of moisture vapor each day, a lot 
of which dissipates into the wall cavities. Typar delivers the ideal MVT rate,
allowing moisture vapor to escape from the wall cavities, which helps prevent
mold, mildew and water damage.

4 SUPERIOR AIR HOLDOUT.
Typar prevents air leakage through gaps, cracks or holes, resulting in better
energy efficiency. As a Type I air barrier, Typar can be used in both residential
and light commercial applications.

5 SURFACTANT RESISTANCE.
Unlike some other housewraps, Typar will not degrade over time due to 
surfactants. Typar successfully resists cedar oil from siding and soaps 
from powerwashing.

6 DOES NOT ABSORB WATER.
Typar not only prevents moisture from entering the wall cavity, its 
non-woven structure will not absorb or retain water.

7 OUTSTANDING UV PERFORMANCE.
Ultraviolet stability is vital to the performance of a housewrap before it’s
covered. Even limited exposure to ultraviolet rays causes other housewraps
to deteriorate. UV inhibitors are in Typar’s coating as well as its fibers,
providing the ultimate in UV protection.

8 HIGH SLIP RESISTANCE.
Typar offers a high co-efficient of friction against OSB board. Ladders 
are also less likely to slip when leaned against Typar versus other 
competitive products.

9 EASY TO HANDLE AND INSTALL.
Typar is less reflective than its biggest competitor and is less noisy.

PART OF A COMPLETE SYSTEM WARRANTED FOR 10 YEARS.
The complete weather protection system includes Typar, Typar 
Construction Tape, and Typar Flashing (both Peel & Stick and Flex). 
All Typar Weather Protection System components are backed by a 
10 year warranty when installed properly and together as a system.

10

EXCEPTIONAL MOISTURE VAPOR TRANSMISSION
Typar’s balanced MVT helps prevent moisture vapor from becoming 
trapped in your walls.

INDUSTRY LEADING TEAR STRENGTH
When properly installed, Typar is proven to withstand heavy winds five times 
better than Tyvek. 

SUPERIOR WATER HOLDOUT
Typar sets the standard as a primary line of defense against the elements during 
construction, and a secondary water barrier after the cladding is installed.
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*Source: BBA Fiberweb, Inc.

*

Based on 
published results 
according 
to AATC-127 
testing.

Based on 
published results 
according to 
ASTM D-5733 
testing.

Based on 

published results 

according to 

ASTM E-96-95 

Procedure A testing.




